
Nova Soft is a roller that lengthen your dough pieces 
without degassing them. Thanks to its smooth operation that 
respects the dough, it ensures to your products a quality 
development, a plump aspect with rounded ends, and an 
ideal honeycomb structure of the crumb.

To be put onto a table or on a stand, it can be integrated into 
any type of bakehouse.

Its sustained pace and its complementarity with DiviTrad-
like dividers-formers, are a guarantee of productivity and  
profitability. 

NOVA
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R O L L E R SOFT

Sturdiness ensured by a stainless steel frame. The cover in epoxy-painted steel makes the cleaning of 
the machine easier.

The main belt is in synthetic wooltop (5mm thick) and the fixed belt is in milled wool (3mm thick).

Versatile, it can receive dough pieces from 80 to 1500g and allows a great variety of products : traditional 
breads, small breads, sandwich breads, flutes, etc.

Folding output tablet that can receive up to 5 dough pieces. 

Its Poly-V belt transmission ensures a silent functioning.

Compact, to be put onto a table or on a stand, it can be integrated into any type of bakehouse.

Equipped with a sliding flour tray.

Easy lengthening adjustment.

The belt at the back of the machine can be dismantled without any tools for an easier daily cleaning.

6-levels stainless steel stand for the storage of grids or rolled layers (not included as standard).
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Dimensions

Accessories
• Stand on wheels, in 304 brushed stainless stell, designed to receive up to 6 storage trays 600x800 (or 2*600x400).
• Moulding shelf.
• Magnetized flour tray.

BERTRAND-PUMA - BP 54, Rue Benoît Frachon 26802 Portes-lès-Valence Cedex (FRANCE)
Phone : +33 (0)4 75 57 55 00 - Email : contact@bertrand-puma.fr - www.bertrand-puma.fr

Technical data

€  accessory

Nova Soft

Stainless steel stand €
Hourly output (pcs/h) 1 300
Electrical supply 400V / TRI+N+T / 50 Hz
Power (kW) 0,26
Rated current (A) 0,7
Minimum dough pieces weight (g) 80
Maximum dough pieces weight (g) 1500
Opening adjustment range (mm) 15 à 45
Rotation speed (tr/min) 1 340
Lengthening of dough pieces (mm) 450
Diameter of cylinders (mm) 80 
Tablet dimensions (mm) 490 x 230
Nova Soft weight (kg) 70
Stand weight (kg) 20

Electrical installation principles

Ce plan est la propriété exclusive de la société S.E.B.P. Toute reproduction, diffusion ou utilisation est interdite.
Plan non contractuel, réalisé à partir d'informations reçues et non vérifiées, ne se substitue en aucun cas à un
plan d'aménagement général des locaux qui reste de la responsabilité de l'architecte ou du maître d'oeuvre.

SEBP:
Câble électrique et
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A la charge du client:
Prise de courant murale.
Femelle ht 1,20m.

Principe de raccordement électrique sur prises

1,
20

m

Bertrand-Puma:
Power cable and male 
plug (Plexo Legrand 
055637) supplied.
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Client’s responsability:
Wall outlet.
Female plug height 1,20m.
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NOTA: Dalle plane charge 1000 kg/m2, hauteur sous plafond 3000mm

Plan non contractuel, réalisé à partir d'informations reçues et non vérifiées, ne se substitue en aucun cas à un plan 
d'aménagement général des locaux qui reste de la responsabilité de l'architecte ou du maître d'oeuvre.
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